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SCALE: N.T.S.

#L1

TREE PLANTING & TRIPLE STAKING DETAIL

RUBBER HOSE OVER WIRE

AT TREE CONTACT

RIBBON ON EACH GUY WIRE

FOR VISIBILITY

NOTES:

1. TREES TO BE INSTALLED 4"

HIGHER THAN SURROUNDING GRADE.

2. SCARIFY WALLS OF PLANTING

HOLE TO LOOSEN SOIL.

3. CROWN BOTTOM OF PLANTING HOLE

AND TAMP TO PREVENT SETTLING.

4. CUT & REMOVE BURLAP AND BASKET

MATERIAL FROM TOP 

2

3

 OF ROOT BALL.

5. SPREAD EXCAVATED SOIL FROM

PLANTING LOCATION THIN AND SMOOTH

WITHIN PROJECT GRADING LIMITS.

REMOVE ALL DEAD AND

INJURED BRANCHES

3 - 12 GAUGE GALVANIZED WIRES

2-3" SHREDDED HARDWOOD MULCH

DO NOT COVER TRUNK OF TREE

CREATE MAINTENANCE EDGE AS

SHOWN. MIN 3" VERTICAL CHANGE.

2" x 2" x 30" WOODEN STAKE.

MIN 24" IN GROUND

BACKFILL WITH APPROVED IMPORTED

TOPSOIL THEN THOROUGHLY WATER.

COMPLETE BACKFILL AFTER WATERING

WHERE SETTLING HAS OCCURRED

4" TAMPED SOIL TO PREVENT SETTLING

2-3" SHREDDED HARDWOOD MULCH

DO NOT COVER TRUNK OF TREE

PLANT SHALL BE REMOVED FROM

CONTAINER SO AS NOT TO BREAK OR

DISTURB ROOT BALL & STEM

PLANTS TO BE INSTALLED AT SAME

SOIL LEVEL IN WHICH THEY WERE

GROWN IN POT

4" TAMPED SOIL TO PREVENT SETTLING

SCARIFY ROOT BALL AND WALLS OF

PLANTING HOLE

BACKFILL WITH APPROVED IMPORTED

TOPSOIL THEN THOROUGHLY WATER.

COMPLETE BACKFILL AFTER WATERING

WHERE SETTLING HAS OCCURRED

SCALE: N.T.S.

#L3

SHRUB PLANTING DETAIL

NOTES:

1. SHRUBS TO BE INSTALLED 4"

HIGHER THAN SURROUNDING GRADE.

2. SCARIFY WALLS OF PLANTING

HOLE TO LOOSEN SOIL.

3. CROWN BOTTOM OF PLANTING HOLE

AND TAMP TO PREVENT SETTLING.

4. CUT & REMOVE BURLAP AND BASKET

MATERIAL FROM TOP 

2

3

 OF ROOT BALL.

5. SPREAD EXCAVATED SOIL FROM

PLANTING LOCATION THIN AND SMOOTH

WITHIN PROJECT GRADING LIMITS.

1-BNC

1-ARB

EXISTING TREES OUTSIDE

GRADING LIMITS TO REMAIN

1LT

1-TD

1-BNC

1-PA

1-ARB 1-BNC
2-PA

1-ARB

1-TD

2-LT2-LSH

2-LSH

2-LT

11-BGV

2-SJE

18-HHR

4-PVS

11-IGG

4-PVS

8-IGG

1-LT

10-BGV

2-SJE

2-PVS

2-IGG

7-BGV

228sf TURF LAWN AREA

3-ARB

1-BNC

2-LSH

1-LSH

BIKE

RACK
40sf ANNUALS

1-ARB

2-BNC1-ARB

1-ARB

EMERGENT WATER LOVING

TREES AND SHRUBS ALONG

RIVERS EDGE, OUTSIDE OF

GRADING LIMITS TO REMAIN.

INCLUDES MAPLES, SYCAMORES,

HACKBERRIES, ETC

30-PVS

14-PVS

GENERAL NOTES:

1.  THE LANDSCAPE CONTRACTOR SHALL VERIFY AND IDENTIFY THE LOCATION OF ALL UNDERGROUND UTILITIES PRIOR TO COMMENCING WORK. THE LANDSCAPE

CONTRACTOR SHALL PROTECT EXISTING IMPROVEMENTS FROM DAMAGE BY HIS ACTIONS.

2.  ALL DEBRIS SHALL BE REMOVED FROM PLANTING AREA PRIOR TO PLANTING.

3.  ALL PLANTS SHALL HAVE A GROWTH HABIT THAT IS NORMAL FOR THE SPECIES AND SHALL BE SOUND, HEALTHY, VIGOROUS, AND FREE FROM INSECTS, PESTS,

DISEASES, AND INJURIES.

4.  PLANTINGS SHALL BE CONDUCTED UNDER FAVORABLE WEATHER CONDITIONS.

5.  SPACING:  PLANTINGS SHALL BE LOCATED WHERE THEY ARE SHOWN ON THE PLANS AND SPACED AS INDICATED ON THE PLANT SCHEDULE.  IN THE CASE OF

UNFORSEEN OBSTRUCTIONS NOTIFY LANDSCAPE ARCHITECT.

6.  SETTING PLANTS: PROPOSED STREET TREE, SHRUB, AND PERENNIAL BED LOCATIONS SHALL BE POSITIVELY IDENTIFIED PRIOR TO DIGGING AND SHOULD BE MARKED

BY THE LANDSCAPE CONTRACTOR AND APPROVED BY THE LANDSCAPE ARCHITECT PRIOR TO INSTALLATION. EACH PLANT SHALL BE SET ONE PLANT PER HOLE. ALL HOLES

HALL HAVE SCORED SIDES WITH TOPSOIL CROWNED AT THE BOTTOMS AND TAMPED TO REDUCE SETTLEMENT. EACH PLANT PIT SHALL BE A MINIMUM OF 1.5 TIMES THE

ROOT BALL OF THE PLANT TO BE  INSTALLED.  PLANTS SHALL BE SET TO THE GRADE AT WHICH IT GREW AT THE NURSERY.

7.  BACKFILLING: BACKFILL WITH TOPSOIL FREE FROM ROCKS AND DEBRIS.  BACKFILL TO REMOVE ALL VOIDS AND PREVENT SETTLEMENT.

8.  MULCHING: A LAYER OF THE SPECIFIED MULCH SHALL BE PLACED ON THE FINISHED GRADE IMMEDIATELY AFTER PLANTING.  MULCH SHALL COVER AN AREA 6"

GREATER IN DIAMETER THAN THAT OF THE HOLE OR TO THE FULL EXTENTS OF THE BEDLINE.

9.  HERBICIDE: APPLY TYPICAL HERBICIDE TO ALL BARE SOIL PRIOR TO SPREADING MULCH.  APPLY TO MANUFACTURER'S RECOMMENDATIONS.

10.  FERTILIZER: PROVIDE TYPICAL FERTILIZER AFTER INSTALLATION TO INITIATE NUTRIENT UPTAKE.  APPLY TO MANUFACTURER'S RECOMMENDATION.

11.  WATER: PLANTINGS OUTSIDE IRRIGATION ZONES SHALL BE WATERED IN WITHIN 48 HOURS OF INSTALLATION.

12.  GUARANTEE: ALL PLANTS SHALL BE GUARANTEED FOR A PERIOD OF 12 MONTHS FROM THE TIME OF ACCEPTANCE BY THE PROJECT OWNER.
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